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Neden bir 1si pompasi
kurmaliyim?

Why should I install a
heat pump?

P
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@ HAYWARD

Havuz suyunuzu isitmak icin bir 1si pompasi satin almak,
hava durumu ne olursa olsun yilin blyik bir boliminde
havuzunuzun keyfini ¢ikarmanizi saglar.

Hayward® i1si pompalari sicakligin kademeli olarak artmasini
ve optimum isi korunmasini saglar: enerji tiketimi kesinlikle
minimumda tutulur.
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Acquiring a heat pump to heat your pool water allows you to
enjoy your pool for a greater part of the year, regardless of
the weather.

Hayward® heat pumps ensure a gradual rise in temperature
and optimum heat preservation: energy consumption is kept
to a strict minimum.

HAYWARD® HEAT PUMPS RANGE

281 POOLTEC
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HAYWARD® HEAT PUMPS RANGE
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HAYWARD® HEAT PUMPS RANGE

EASY TEMP®
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O HAYWARD

ENERGYLINE PRO ALL-SEASON

(&=

Frontal
O
Reversible
225 Y
T
For inground pool For commercial pool
(X ke
) &
All season Works upto-12°C
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Wi-Fi module optional

R410
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e

Silent mode -
S5
0p0

Automatic defrosting
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O HAYWARD

HAYWARD® HEAT-PUMP SERISI AVANTAJLAR DUNYASI

HAYWARD® HEAT-PUMP RANGE A WORLD OF ADVA

Ayarlarinizi segin
Choose your settings

Hayward®’|n ISI pompasi serisi,

azaltan ve kurulum émrini

icerir: dikey, yan ve on.

=] ldp

NTAGES

Hayward®” range of heat pumps

verimliligi artiran, enerji tiketimini takes advantage of latest-generation

electronic components that increase

uzatan en yeni nesil elektronik efficiency, reduce energy consump-
D bilesenlerden yararlanir. Teklifimiz tion and extend the lifetime of
3 olasi hava akigi konfiglirasyonunu installations. Our offer includes the

3 possible air flow configurations:
vertical, lateral and frontal.

DISCOVER
HAYWARD®
HEAT PUMP RANGE

-
=

Lateral Frontal

H
et
(7
Vertical
IN-Tech .
Tlm Urln yelpazesinde Invertor Teknolojisi
IN-Tech

Inverter Technology throughout the range

IN-Tech, yiiksek performansli Mitsubishi veya Panasonic
Inverter kompresér ile DC Inverter teknolojili fanin
birlesimidir. Bu kombinasyon, iklim kosullarina ve
havuzun enerji ihtiyacina bagli olarak gii¢ seviyelerinin
hassas bir sekilde ayarlanmasina olanak tanir. Glg

ayarn sureklidir ve adim déndstiriict gibi 2 veya 3 glg
seviyesiyle sinirli degildir. IN-Tech kullanicilara konfor ve
enerji tasarrufu arasinda mikemmel bir denge saglar!

T%rmal rahatli
Thermal comfort

Havuz suyu her zaman dogru sicakliktadir. IN-Tech ile sicaklik
hizla dogru seviyeye ulasir ve bunu sezon boyunca ekonomik
bir sekilde korur; geleneksel 1si pompasina kiyasla %30'a
kadar daha az enerji tiketimi.

The pool water is always at the right temperature. With IN-Tech,

the temperature quickly reaches its correct level, and maintains it
throughout the season in an economical way, up to 30% less energy
consumption compared to a conventional heat pump.

TEMPERATURE

Heating WITH Inverter
= STABILITY of the temperature [l

—@ > TIME

IN-Tech is the combination of a high-performance Mitsubishi or
Panasonic Inverter compressor, and a DC Inverter technology
fan. This combination allows a precise adjustment of power
levels depending on the climatic conditions and the energy
needs of the pool. The power adjustment is continuous and is
not restricted to 2 or 3 power levels such as the step converter.
IN-Tech provides users with a perfect balance between comfort
and energy savings!

Akustik konfo
Acoustic comfort

Inverter teknolojisi ile 1si pompasi, sicaklik bakimi sirasinda
cok yavas bir hizda calisir, bdylece giriltu seviyesi yakl. 40
dBv.ISessiz mod, ¢ok distk ses seviyesiyle yavas calismayi
saglar.

With Inverter technology, the heat pump operate at very slow speed
during temperature maintenance, thus reducing the noise level to
approx. 40 dB. The silent mode ensures slow operation with very
low sound volume.

20dB 40 dB 60dB 80dB 100 dB 120dB

POOLTEC 284
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Son teknoloji baglanti
State-of-the-art connectivity

Akilli telefonunuzda 1si pompanizin tam kontroliine sahip olacaksiniz! Uriin yelpazemiz Wi-Fi baglantisini (modele bagli
olarak standart veya istege bagli) ve/veya standarti bluetooth (modele bagli olarak) icerir.

You will have the complete control of your heat pump on your smartphone! Our range includes Wifi connectivity (standard
or optional depending on the model) and/or standard bluetooth (depending on the model).

Download the EyesPool Connect app_
and controle your heat pump from a
smAartphone, tablet or PC to view

the main information, and change the
temperature, operating times and all
parameters of the operating mode in real

EyesPool Connect uygulamasini indirin
ve ana bilgileri gérintilemek ve sicaklig,
calisma slrelerini ve ¢alisma modunun
tiim parametrelerini gergek zamanli olar-
ak degistirmek icin 1si pompanizi bir akilli
telefon, tablet veya PC'den kontrol edin.

EYESPOOL

SMART BOX

e Hem IOS hem de Android igin time.

gegerlidir. e Valid for both IOS and Android.
e Gelistiriimis baglanti performansi. e Improved connection performance.
e Satig sonrasi servisimiz tarafindan st ®  Possible remote diagnosis of your

heat pumps by our after-sales-
service.

pompalarinizin olasi uzaktan teshisi

[ HAYWARD

Sizin icin yapilmis yardime araclar
Helping tools made for you

Cevrimigi 1si pompasi yapilandiricimizla
size en uygun isi pompasini segin.
Montajcilar ve gelecekteki sahipler igin,
ihtiyaclariniza ve havuzunuza en uygun isi
pompasina sizi yonlendirir.

Choose the heat pump that best suits you
with our online heat pump configurator.
For installers and future owners, it guide
you to the heat pum'o that best suits your
needs and your pool.

Isi pompanizi Smartbox moddiliiyle
kolayca eslestirin. Bugeni egitimde
izlenecek adimlar, |O

icin gecerli olan tek bir sirimde
acgik¢a agiklanmaktadir. -

Pair easily your heat pump with the
Smartbox module. This new tutorial
explains clearly the steps to follow,

ve Android

in only one version valid for I0S and

Android.

Satin alma isleminizde huzur ve gtiven!
Serenity and confidence in your purchase!

Uzman Hatti:
Expert Line:

Hayward isi pompasi serisinin tamami Expert Line'dir. Bir
uzman ve profesyonel tarafindan tavsiye edilen kaliteli bir

lrline sahip olmanin garantisi.

Garantiler:
Warranties:

The entire range of Hayward heat pumps are Expert Line. The

guarantee of having a quality product recommended by an

expert and a professional.

years..

3 yillik standart garanti ve 1si pompanizi tamamen
Hayward magazasindan satin almaniz durumunda ek
garanti Kompresor ve titanyum bobinlerde de 15 yila
varan 6zel garantiler vermekteyiz.

Standard warranty of 3 years, and additional warranty if you buy
your heat pump in a totally Hayward shop. We also provide you
specials warranties on compressor and titanium coil up to 15

285
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SUMHEAT

BUYUK HAVUZLAR iGiN )
DIKEY TAM INVERTOR ARALIGI

TH

TOTALLY
HAYWARD"

THE VERTICAL FULL INVERTER
RANGE FOR THE LARGER POOLS

o Dikey hava akigi, alanin kisitli oldugu durumlar igin
idealdir

e Susicakhgini sabit tutarak en iyi ylizme deneyimi icin
tam Inverter teknolojisi

e lIsitma konforu ve enerji tasarrufu arasindaki mikemmel
dengeyi keskin bir sekilde ayarlayan akilli kontrol sistemi

*  Hermevsimde ve -15°C'ye Eadar dustk sicakliklarda
agin kosullarda kullanilmak tzere 6zel olarak
tasarlanmigtir

o Dahili titanyum 1si esan;jorld, her tiirlii su artimina (tuz
klorinatérleri, UV, kimyasal Grinler...) uyumlu ve son
derece dayanikli

*  Nerede olursaniz olun kontrolii elinizde tutmak icin Wi-
Fi modulti dahildir

*  Regilasyon modunda %30'a varan enerj tasarrufu
Caﬁ;‘.ma sirasinda son derece sessiz ve son derece

verimli

o Istediginiz zaman veya gece 1si pompanizi aklinizdan
cikarmak icin entegre edilmis sessiz mod

e Genis bir kontrol ekraninda gosterilen gercek zamanli
bilgiler (profesyonellere yonelik teshis araci)

*  Buz¢ézme déngiilerini optimize etmek icin kendinden
uyarlamali buz cézme sistemi

e Susicakhgini rahat bir seviyeye distirerek sicakliklar
en ylksek oldugunda en iyi deneyimi saglamak icin
ddnguyl tersine cevirerek tersine cevrilebilir mod

o Dayanikli ve kaliteli secilmis malzemeler sayesinde
stirdiriilebilir

*  Kuruluma hazir paket olan st pompalarimiz kiglik kapak,
titresim Snleyici ped kiti, yogusma suyu tahliye kiti ve
kullanim kilavuzuyla birlikte teslim edilir.

. Vertical air flow, ideal when space is a constraint

o Full Inverter technology inside, for the best swimming
experience by keeping the water temperature stable

e Intelligent control system sharply adjusting the perfect
balance between heating comfort & energy savings

e Specially designed for use in all seasons and in
extreme cond?tions at temperatures as low as -15°C

. Built-in with titanium heat exchanger, compatible with
all kinds of water treatments (salt chlorinators, UV,
chemical products...) and highly durable

e Wi-Fi module included to keep the control wherever
you are

e Upto 30% energy savings in regulation mode

o Supersilent & highly efficient during operation

e Silent mode integrated to keep out of your mind your
heat pump when you want or at night

*  Real-time information shown on a wide control screen
(diagnostic tool for professionals)

e Self-adaptive defrost system to optimize defrost cycles

e Reversible mode by cycle inversion to provide the
best experience when temperatures are at the highest
f)y d{ecreasing the water temperature to a comfortable
eve

e Sustainable thanks to durable and high-quality
selected materials

*  Ready to install package, our heat pumps are
delivered with a winter cover, an anti-vibration pads
kit, a condensate drain kit and a user manual

Par o \/
FULL 6&{% g | Ay | (X
INVERTER / ‘}‘ R32 W OAD
Ny " bae
Full inverter Reversible  For inground pool  Vertical Worksupto ~ Wi-Fimodule  Digital display R32 Silentmode  Automatic
-15°C defrosting
| R32 SOGUTUCU AKISKAN  R32 REFRIGERANT
Daha yiiksek performans Higher performance
. era gazi emisyonlanni 2/3 ¢ = Reduces greenhouse gas
oraninda azaltir emissions by 2/3
o RA10Aya kiyasla %10 daha ¢ 10% less fluid compare to
az sivi R410A
Standart 50 mm su baglantisi ~ sezgisel ve son derece Duvara montaj kiti - 20 m (istege bagh) . Kullanimi ve geri donu§umu . Easy to use and to recycle
Standard 50 mm water bilgilendirici kullanict HW”X29400C;(18. o ' kolayd”" 0 No jmpact on the ozone ]ayer
connection araylizii Wall mount kit - 20m (optiona ici
mtuymve and highly HIWX29400018 e * Ozon tabakasina etkisi yok
informative user interface.

e

Hayward invertér rlin yelpazesi sunumu:
Hayward inverter range presentation:

° Watch the video

POOLTEC

MODUL WI-FI SMARTBOX DAHIL

Ana bilgileri goriintiilemek ve sicakligy, galisma stirelerini

ve calisma modu éaammetrelerini gercek zamanli olarak

degistirmek icin EyesPool Connect uygulamasini indirin ve isi
ompanizl bir akllﬁtelefona, tablete veya PC'ye baglaym. Kod:
W26100050

MODULE WI-FI SMARTBOX INCLUDED

Download the EyesPool Connect app and connect your

heat pump to a smartphone, tablet or PC to view the main

informations and change the temperature, operating times and,

operating mode parameters in real time. Code: HW261000

ISI POMPASINI ~
NASIL BAGLAYACAGIM?

HOW TO CONNECT
MY HEAT PUMP?

286
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Description | Unit |HP5171DT3| HP5211DT3 | HP5211ET3 | HP5251DT3 | HP5251ET3 | HP5301DT3 | HP5301ET3 [N
e T N I 7 e v MG 17 17 M v M 1
Frequency Hz 50
Refrigerant fluid - R32
Global warming potential GWP 675
Mass of refrigerant kg 0.80 1.35 1.35 ‘ 1.65 1.65 1.80 1.80
Carbon dioxide equivalence ™ | tCOzeq 0.54 0.91 0.91 1.11 1.1 1.22 1.22
i gsg‘_i';g(ga;g;ifvv;gpgfm KW | 365-17.05  6.35-21.47  6.24-22.10 ‘ 510-24.30  6.02-2450  7.74-30.30  8.12-31.20
Electrical power input kw 0.24-2.47 0.46-2.80 0.46 - 3.07 0.37-3.79 0.41-3.67 0.59-4.98 0.59-5.08
Input current A 1.58-10.78 2.81-12.24 1.00-5.10 ‘ 2.29-16.57 0.90-5.81 3.48-21.77 1.21-8.23
Coefficient of performance copP 15.00-6.89 13.66-7.65 13.70-7.19 13.52-6.41 14.53-6.68 13.03-6.07 13.72-6.14
o 1§fg‘fﬁ(§°§f§if‘w:;‘eﬂe26,c KW | 287-1263 = 476-1649  4.84-16.92 ‘ 390-18.96 = 455-1955 = 553-22.36  552-23.05
Electrical power input kw 0.43-2.41 0.64-2.88 0.68-3.10 0.62-3.78 0.63-3.68 0.86-4.67 0.79-4.94
Input current A 2.04-10.51 3.73-12.57 1.39-5.15 ‘ 3.63-16.57 1.28-6.03 3.97-20.37 1.54-7.73
Coefficient of performance CopP 6.58-5.24 7.49-572 7.10-5.46 6.33-5.01 7.18-5.31 6.45-4.79 6.98 - 4.66
Nominal water flow m3/h 7.20 9.20 9.10 ‘ 10.50 13.10 12.60
Hydraulic head loss (max) kPa 8.00 17.00 15.00 46.00
SUMHEAT Hydraulic connection (included) =~ mm 50
Sound ‘(’rrﬁlsns”rﬁ];i"f' @M 4g(a) 49-52 56- 58 56- 61 55- 60 57-63 51-60
Sound P(rr‘:fl;“ri:g;‘;' @10m g 33-35 40-43 41-45 ‘ 39-44 ‘ 41-44 42-47 36-45
Circuit breaker type D
A 16 20 10 25 12 25 16
Cable size (up to 25 m) type 3G2.5 3G4 5G2.5 ‘ 3G4 5G2.5 3G4 5G2.5
Type of compressor brand Mitsubishi Panasonic Mitsubishi
Fan speed range pm 600 - 700 500 - 700 ‘ 600 - 750 500 - 700
Silent mode - Yes
Fan speed (Silent mode) pm 400 500 ‘ 400
Reversible heat pump - Yes
Defrost mode - By reverse cycle
Heating priority function - Yes
User interface > Touchsreen 5"
Winter cover (included) reference| HWX84100125 HWX84100126 HWX84100127
LxWxH® mm | 780 x 730 x 868 797 x 777 x 965 846 x 920 x 1024
Weight kg 75 101 106 123
Recommended pool volume m? <69 <86 <89 <98 <122 <125
Barcode EAN 13 | 3660149613157 3660149613164 3660149613195 3660149613171 3660149613201 3660149613188 3660149613218

(1) Karbondioksit egdegerligi (ton CO2 esdegeri basina ifade
edilir), belirli bir karisim ve sera gazi miktari icin, belirli bir stire
boyunca é&l¢iildigiinde ayni kiiresel isinma potansiyeline (GWP)
sahip olacak CO2 miktarini tanimlayan bir miktardir. Belirtilen
zaman 6lgegdi (genellikle 100 yil).

(2) Nem.

(3) Tum Unitenin net boyutlari.

(4) Mayis'tan Eylil'e kadar kullanim sirasinda i1si tutma ortistyle
donatilmig havuzlar icin.

ISI POMPASI YAPILANDIRICI

Bir havuz icin dogru i1si pompasini tanimlamanin
her zaman kolay olmadigini bildigimizden, bu
adimi kolaylastirmak icin bir ara¢ gelistirdik; birkag
tiklamayla sizin igin en uygun olani bulacaksiniz.
HEAT PUMP CONFIGURATOR

As we know it's not always easy to define the

(1) Carbon dioxide equivalence (expressed per tonne of CO2
equivalent) is a quantity that describes, for a given mixture and
amount of greenhouse gas, the amount of CO2 that would have
the same global warming potential (GWP), when measured over [t i i

a specified timescale (generally, 100 years). to make this step easier, in few clicks you will

(2) Humidity. find what is the best fitt for you.
(3) Net dimensions of the entire unit.

(4) For pools equipped with a heat retention cover during use
from May to September.

287 POOLTEC
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ENERGYLINE PRO ¥

HAVUZLAR iCIN COK YONLU IS
POMPASI URUN YELPAZESi

THE MOST VERSATILE
HEAT PUMP RANGE FOR POOLS

Tﬁsisatlarm biyik bir kismi icin standart olan yatay hava
akisi

Su sicakligini sabit tutarak en iyi yiizme deneyimi igin
tam Inverter teknolojisi

Isitma konforu ve enerji tasarrufu arasindaki mikemmel
dengeyi keskin bir sekilde ayarlayan akilli kontrol sistemi
-12°C'ye kadar distk sicakliklar icin uygundur

Dahili titanyum 1si esanjorli, her turll su antimina (tuz
klorinatérleri, UV, kimyasal Grtnler...) uyumlu ve son
derece dayanikli

Nerede olursaniz olun kontrolii elinizde tutmak igin
Wi-Fi moduili dahildir

Regilasyon modunda %30'a kadar enerji tasarrufu
(;a?@ma sirasinda son derece sessiz ve son derece
verimli

Istediginiz zaman veya gece 1si pompanizi aklinizdan
cikarmak igin entegre edilmis sessiz mod

Genis bir kontrol eiranlnda gosterilen gercek zamanli
bilgiler (profesyonellere yonelik teshis araci)

Buz ¢6zme déngiilerini optimize etmek icin kendinden
uyarlamali buz cézme sistemi

Su sicakligini rahat bir seviyeg/e dustirerek sicakliklar

en ylksek oldugunda en iyi deneyimi saglamak icin
dénguyl tersine cevirerek tersine cevrilebilir mo
Dayanikli ve kaliteli segilmis malzemeler sayesinde
stirddrilebilir

Kuruluma hazir paket olan i1si pompalarimiz kislik
kapak, titresim onleyici ped kiti, yogusma tahliye kiti ve
kuﬁamm kilavuzuyla birlikte teslim edifir.

Horizontal air flow, the standard for a large part of the
installations

Full Inverter technology inside, for the best swimming
experience by keeping the water temperature stable
Intelligent control system sharply adjusting the
perfect balance between heating comfort & energy
savings

Suitable for temperatures as low as -12°C

Built-in with titanium heat exchanger, compatible with
all kinds of water treatments (salt chlorinators, UV,
chemical products...) and highly durable

Wi-Fi module included to keep the control wherever
you are

Up to 30% energy savings in regulation mode

Super silent & highly efficient during operation

Silent mode integrated to keep out of your mind your
heat pump when you want or at night

Real-time information shown on a wide control screen
(diagnostic tool for professionals)

Sel?adaptive defrost system to optimize defrost
cycles

R};versible mode by cycle inversion to provide the
best experience when temperatures are at the
highest by decreasing the water temperature to a
comfortable level

Sustainable thanks to durable and high-quality
selected materials

Ready to install package, our heat pumps are
delivered with a winter cover, an anti-vibration pads
kit, a condensate drain kit and a user manual

TH

TOTALLY
HAYWARD"

£ s 5 | 4 [ | M|
L g (22 i"’J-J (E E 5 | [Ra10 [z | 3%
W&Eﬁ? / _}’} (5= (&) 3 QQ e
Fullinverter ~ Reversible  For inground pool Frontal Worksupto  Wi-Fimodule ~ Digital display R32 R410 Silentmode  Automatic
-12°C (2 models) (4 models) defrosting
L | R32 SOGUTUCU AKISKAN** R32 REFRIGERANT**
J Daha %uksek performans Higher performance
i i . era gazi emisyonlarini 2/3 ¢ = Reduces greenhouse gas
' oraninda azaltir emissions by
o R410Ayakiyasla %10daha e 10% less fluid compare to
az sivi o R410A
Basitlestirilmis elektrik Sezgisel ve son derece Duvara montaj kiti - 20 m (istege bagl) ¢ Kullanimi ve gen donU§umu ° Eas}( to use and to recycle
baglantisi. bilgilendirici kullanici HWX29400018 k0|aydlf . ¢ No ’mPBCf on the ozone
Simplified electrical araytizil. Wall mount kit - 20m (optional) ¢ OZOH tabakasma etk|5| yOk Iayer
connection. Intutive and highly HWX29400018.

informative user interface.

*+ Only on ENPI4MA and ENPI6MA

MODUL WI-FI SMARTBOX DAHIL
Ana bilgileri goriintilemek ve sicakligi, calisma siirelerini ve
calisma modu parametrelerini gergek zamanli olarak degistirmek
icin EyesPool Connect uygulamasini indirin ve 1si pompanizi bir
akill telefona, tablete veya PC'ye baglayin.

Kod: HW26100050

MODULE WI-FI SMARTBOX INCLUDED

Download the EyesPool Connect agp and connect your heat
pumptoa smaryahone, tablet or PC to view the main
informations and change the temperature, operating
times andoferatin mode parameters in real time.
Code: HW26100050

Hayward invertér (riin yelpazesi sunumu:
Hayward inverter range presentation:

Watch the video

SCANME

ENPITTM & ENPIT3T

POOLTEC
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Description ‘ Unit ‘ ENPI4MA ENPIGMA ENPITM ENPIOM ENPITIM ‘ ENPI13T %
Power supply 223 / 12':)?]\/ ‘ 382/} ;1,\? Y
Frequency Hz 50
Refrigerant fluid - R32 R410A
Global warming potential GWP 675 2088
Mass of refrigerant kg 0.50 ‘ 0.60 1.10 1.30 1.50 2.10
Carbon dioxide equivalence @ | tCOzeq 0.34 0.41 2.30 2.71 3.13 4.38
ot 2';?8‘_“‘,_,‘-'[;“;’;;‘?’“7:;‘&*26.,C kw 2.50-9.73 ‘ 5.60-11.90 4.15-16.60 4.80-20.50 6.58 - 23.91 10.05 - 30.00
Electrical power input kw 0.20-1.34 0.52-1.66 0.31-3.12 0.40-3.94 0.67-4.73 0.83-5.61
Input current A 1.33-6.02 ‘ 2.33-7.29 1.48-13.48 1.83-17.25 3.20-20.69 1.37-8.50
Coefficient of performance COP 12.32-7.12 10.77-7.10 13.39-5.32 12.00-5.20 9.83-5.10 12.11-5.33
i 1';?g'_i“ng(%‘}’f;iva\;:t“ge%,,c kw 1.71-7.60 ‘ 4.40-9.20 3.13-12.75 6.25-16.10 6.60-18.52 7.06-22.40
Electrical power input kw 0.27-1.49 0.69-1.70 0.44-2.79 0.95-3.64 1.07-4.54 0.71-5.21
Input current A 1.47-6.59 l 3.09-7.42 2.06-12.14 4.45-15.87 5.01-19.76 1.12-8.26
Coefficient of performance CoP 6.40-5.10 6.40 - 5.40 7.12-4.57 6.57-4.41 6.15-4.08 9.99-4.29
Nominal water flow m3/h 4.20 ‘ 5.20 5.30 6.70 8.00 9.50
ENERGYLINE Hydraulic head loss (max) kPa 3.30 3.90 2.60 8.00 3.90 5.00
PRO Hydraulic connection (included) =~ mm 50
Sound ‘Zr’:fnsurrf]:("f' @m  gpa) 33-41 44-53 45-56 46-57 48-58
sound p(’:f"s]“’em'gxe)' @10m g 16-25 27-36 28-39 29-40 31-41
Circuit breaker ty:\)e 8 10 ‘ 1 D 25 ‘ 0 16
Cable size (up to 25 m) type 3G2.5 3G6 5G2.5
Type of compressor brand Mitsubishi
Fan speed range rpm 500-700 500650 600-750 600-900 | 400-800  400-900
Silent mode - Yes
Fan speed (Silent mode) rpm 300 \ 400 \ 500 \ 450
Reversible heat pump - Yes
Defrost mode - By reverse cycle
Heating priority function - Yes
User interface - Touchsreen 5"
Winter cover (included) reference HWX84100049 HWX20000240216 HWX20000240217
LxWxH® mm 1046 x 400 x 768 1150 x 485 x 868 1150 x 485 x 1275
Weight kg 53 65 77 82 110 113
Recommended pool volume @ m? <39 <48 <67 <82 <96 <121
L Barcode EAN13 3660149614048 3660149614055 3660149603530 3660149603547 = 3660149603554 3660149603578

(1) Karbondioksit esdegerligi (ton CO, esdegeri basina ifade
edilin), belirli bir karnisim ve sera gazi miktari icin, belirli bir stire
boyunca élctildigiinde ayni kiiresel isinma potansiyeline (GWP)
sahip olacak CO, miktarini tanimlayan bir miktardir. Belirtilen
zaman 6lgegdi (genellikle 100 yil).

(2) Nem.

(3) Tum Unitenin net boyutlari.

(4) Mayis'tan Eylul'e kadar kullanim sirasinda 1si tutma &rtiistyle ISI POMPASI YAPILANDIRICI
donatiimis havuzlar igin. HEAT PUMP CONFIGURATOR

(1) Carbon dioxide equivalence (expressed per tonne of CO2
equivalent) is a quantity that describes, for a given mixture and
amount of greenhouse gas, the amount of CO2 that would have
the same global warming potential (GWP), when measured over
a specified timescale (generally, 100 years).

Bir havuz igin dogru isi pompasini tanimlamanin her
zaman kolay olmadigini bildigimizden, bu adimi
kolaylastirmak icin bir arag gelistirdik; birkag tiklamayla
sizin igin en uygun olani bulacaksiniz.

As we know it's not always easy to define the right heat

(2) Humidlity. pump for a pool, we developed a tool to make this step
(3) Net dimensions of the entire unit. easier, in few clicks you will find what is the best fitt for
(4) For pools equipped with a heat retention cover during use el

from May to September.
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S.LINE PRO

DIS ORTAMINIZLA UYUMLU,
ZARIF VE GUZEL

TH

TOTALLY
HAYWARD'

ELEGANT AND DISCRET, IN HARMONY
WITH YOUR OUTDOOR ENVIRONMENT

o Asagidakileri iyilestirmek icin cift tarafli hava akisi tahliyesi, gelismis

fan bicagi sekli ve yan panel ¢ikis tasarimi:
-Isi degisim verimliligi
-Hava tahliyesi
-Sessizlik ve sessizlik icin diisiik hava akis hiz:
-Dar alanlar igin idealdir, arka duvar kurulumundan yalnizca 20 cm
uzaktadir
¢ Su sicakligini sabit tutarak en iyi ylizme deneyimi icin tam Inverter
teknolojisi
¢ lsitma konforu ve enerji tasarrufu arasindaki mikemmel dengeyi
keskin bir sekilde ayarlayan akilli kontrol sistemi
¢ -10°C'ye kadar dusik sicakliklar icin uygundur
¢ Dahili titanyum 1si esanjérlt, her tiirlii su antimina (tuz klorinatérleri
UV, kimyasal driinler...) uyumlu ve son derece dayanikli
¢ Bluetooth® kontrolii (standart) sayesinde veya Wi-Fi kontrolii
(istege bagli) sayesinde nerede olursaniz olun kontrolii isi
pompasinin yakininda tutun
Regiilasyon modunda %30'a kadar enerji tasarrufu
Calisma sirasinda son derece sessiz ve son derece verimli

* Double-side airflow discharge, enhanced fan blade shape &
lateral panel outlet design to improve:
- Heat exchange efficiency
- Air discharge
- Low airflow velocity for silent and quietness
- Ideal for tight spaces, only 20 cm from back wall installation

e Full Inverter technology inside, for the best swimming experience
by keeping the water temperature stable

e Intelligent control system sharply adjusting the perfect balance
between heating comfort & energy savings

e Suitable for temperatures as low as -10°C

e Built-in with titanium heat exchanger, compatible with all kinds of
water treatments (salt chlorinators, UV, chemical products...) and
highly durable

 Keep the control near the heat pump thanks to the Bluetooth®
control (standard) or wherever you are with Wi-Fi control
(optional)

 Up to 30% energy savings in regulation mode

e Super silent & highly efficient during operation

e Silent mode integrated to keep out of your mind your heat pump
when you want or at night

e Simple to use and connected user interface

L
4'?,? .
¥

*‘-—-ﬁ__.-__.l

=

¢ Istediginiz zaman veya gece Isl pompanizi aklinizdan gikarmak icin -~ 4 ¢/ ~adaptive defrost system to optimize defrost cycles FULL | (}f || | [Lr—= i,
entegre edilmis sessiz mod * Reversible mode by cycle inversion to provide the best INVERTER ‘ﬁ@ /{A‘A% % 3
¢ Kullanimi basit ve baglantili kullanici araytizi experience when temperatures are at the highest by decreasing L7 e St
¢ Buz gozme donglerini optimize etmek icin kendinden uyarlamali the water temperature to a comfortable level ) ) ) For inground .
buz ¢ézme sistemi * Sustainable thanks to durable and high-quality selected materials Fullinverter  Reversible pool Lateral
o Su sicakligini rahat bir seviyeye diisiirerek sicakliklar en yiiksek ¢ Ready to install package, our heat pumps are delivered with a
M o ST oS T T X winter cover, an anti-vibration pads kit, a condensate drain kitand / “ :
oldugunda en iyi deneyimi sa§lamak icin ddngtiyii tersine cevirerek ' 0. o) - = | : g |
tersine cevrilebilir mod e Anti-corrosion and anti-UV strong metal case with metallic g I E' pf
¢ Dayanikli ve kaliteli secilmis malzemeler sayesinde sirdurilebilir finished paint & | - ‘32
¢ Kuruluma hazir paket olan isi pompalarimiz, bir kis 6rtisi, bir Works upto Wil module ;
titresim Gnleyici ped kiti, bir yogusma tahliye kiti ve bir kullanim 10°C optional Digital display R32
kilavuzu ile birlikte teslim edlilir.
¢ Metalik kaplamali, korozyon énleyici ve UV isinlarina karsi dayanikli s
metal kasa D:' 7z N
00
Bluetooth®  Silent mode ﬁg}?orgﬁygc
R32 SOGUTUCU AKISKAN** R32 REFRIGERANT**
Daha éuksek performans Higher performance
. era gazi emisyonlanini 2/3 ¢ = Reduces greenhouse gas
oraninda azaltir emissions by 2/3
o R410Ava kiyasla %10 daha
az sivi .
o Kullanimi ve geri déniisimi
kolaydir

o Ozon tabakasina etkisi yok

10% less fluid compare to
R410A

Easy to use and to recycle
No'impact on the ozone
layer

++ Only on ENPI4MA and ENPIEMA

MODUL WI-FI SMARTBOX OPSIYONEL BLUETOOTH® DAHIL!
Ana bilgileri goriintiilemek ve sicakligy, calisma stirelerini ve

calisma modu parametrelerini gercek zamanli olarak degistirmek
icin EyesPool Connect uygulamasini indirin ve 1st pompanizi bir
akill telefona, tablete veya PC'ye baglayin.

Kod: HW26100050

MODULE WI-FI SMARTBOX OPTIONAL BLUETOOTH® INCLUDED!
Download the EyesPool Connect app and connect your
heat pump to a smartphone, tablet or PC to view the main
informations and change the temperature, operating times

Basitlestirilmis elektrik
bHava akisi tahliyesini

ve sessizligi artiran ozel
tasarim.

Exclusive design to
improve air flow discharge
and quietness.

Sezgisel LCD kullanict
araylizii. Sezgisel ve son
derece bilgilendirici kullanici
arayiizii.

Intuitive LCD user

interface. Intuitive and
highly informative user
interface.

HWX29400144.

HWX29400144.

o~ i .
M~ Y
;| S

-

POOLTEC

Duvara montaj kiti - 20m (istege bagl)

Wall mount kit - 20m (optional)

A [ iovvand

and operating mode parameters in real time.
Code: HW26100050

OGRETICi TUTORIAL

ISI POMPASINI NASIL
BAGLAYACAGIM?

HOW TO CONNECT
MY HEAT PUMP?
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Description ‘ Unit ‘ HP5081DT3LV HP5111DT3LV HP5151DT3LV E
N ac
Power supply - 22,\(1) / 12‘:)?]\/
Frequency Hz 50
Refrigerant fluid - R32
Global warming potential GWP 675
Mass of refrigerant kg 0.45 0.50 0.65
Carbon dioxide equivalence tCO2eq 0.30 0.34 0.44
Air 7eating capasity range kW 283-8.16 195-10.90 5.27-15.66
Electrical power input kw 0.21-1.19 0.15-1.92 0.46-2.80
Input current A 1.41-5.20 1.05-8.49 2.04-12.28
Coefficient of performance COP 13.30- 6.81 12.92-5.67 11.53-5.59
Ajp 1 heating capacity fange kw 177-5.91 1.86-8.40 3.81-11.67
Electrical power input kw 0.31-1.28 0.30-1.83 0.59-2.71
Input current A 1.36-5.55 1.94-8.13 2.60-11.87
Coefficient of performance cop 5.70 - 4.62 6.20-4.59 6.48-4.31
Nominal water flow m/h 3.50 4.60 6.70
Hydraulic head loss (max) kPa 8.00 5.00 10.00
S.LINE PRO Hydraulic connection (included) mm 50
Sound ’fr"ff”’fng")e' @im dB(A) 32-45 34-49 40-54
oI p(’;si;_”_';'zxf*)' giltm dB(A) 15-28 13-31 23-37
Circuit breaker type ¢
A 10 12 16
Cable size (up to 25 m) type 3G2.5
Type of compressor brand Mitsubishi
Fan speed range pm 500 - 800 500-900 500- 750
Silent mode - Yes
Fan speed (Silent mode) pm 500
Reversible heat pump - Yes
Defrost mode - By reverse cycle
Heating priority function - Yes
User interface - LCD 3,5"
Winter cover (included) reference HWX84400198 HWX84400199
LxWxH® mm 1011 x 430 x 622 1025 x 480 x 768
Weight kg 61 87
Recommended pool volume @ m? <33 <44 <63
. Barcode EAN 13 3660149613782 3660149613799 3660149613805

(1) Karbon dioksit esdegerligi (ton CO, esdegeri basina ifade edilir), belirli bir sera gazi karigimi ve miktari icin, CO2 miktarini tanimlayan bir miktardir.
Belirli bir zaman dlceginde (genellikle 100 y||?6|gil| Gglinde ayni kiiresel 1sinma potansiyeline (GWP) sahiptir.

(2) Nem.

(3) Tim Unitenin net boyutlar.

(4) Mayis'tan Eylll'e kadar kullanim sirasinda i1si tutma 6rtiistiyle donatiimis havuzlar igin.

(1) Carbon dioxide equivalence (expressed per tonne of CO, equivalent) is a quantity that describes, for a given mixture and amount of greenhouse gas,
the amount of CO,, that would

have the same gloi)al warming potential (GWP), when measured over a specified timescale (generally, 100 years).

(2) Humidity.

(3) Net dimensions of the entire unit.

(4) For pools equipped with a heat retention cover during use from May to September.
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EASY TEMP®

ULASILABILECEK "TAM
INVERTOR” TEKNOLOJISI

TH

TOTALLY
HAYWARD'

THE “FULL INVERTER”
TECHNOLOGY WITHIN REACH

e Tesisatlarin buyuk bir kismi icin standart olan
yatay hava akisi

e Su sicakligini sabit tutarak en iyi ylizme deneyimi
icin tam Inverter teknolojisi

¢ Isitma konforu ve enerji tasarrufu arasindaki
mikemmel dengeyi keskin bir sekilde ayarlayan
akilli kontrol sistemi

o -7°C'ye kadar dustk sicakliklar i¢in uygundur

¢ Nerede olursaniz olun kontroli elinizde tutmak
icin istege bagli Wi-Fi modulu

e Caligma sirasinda son derece sessiz ve son
derece verimli

e Istediginiz zaman veya gece I1si pompanizi
akllglzdan cikarmak icin entegre edilmis sessiz
mo

e Sezgisel bir dokunmatik ekranda gergek zamanl
bilgiler

® Buz ¢c6zme donglilerini optimize etmek icin
kendinden uyarlamali buz ¢ézme sistemi

o Su sicakhigini rahat bir seviyeye distirerek
sicakliklar en yiksek oldugunda en iyi deneyimi
saglamak icin déngliyl tersine gevirerek tersine
cevrilebilir mod

e Dayanikli ve kaliteli secilmis malzemeler
sayesinde surdurilebilir

e Kuruluma hazir paket olan i1si pompalarimiz,
bir kis 6rtiist, bir titresim 6nleyici ped kiti, bir

ogusma tahliye kiti ve bir kulémm kilavuzu ile
irlikte teslim edilir.

-

&% A BB

Reversible Frontal

Fullinverter

For inground pool
7°C

Acik ve sezgisel kullanici Duvara montaj kiti - 20 m (istege bagh)

araytizi. HWX29400053.
Clear and intuitive user Wall mount kit - 20m (optional)
interface. HWX29400053.

Hayward invertor lriin yelpazesi sunumu:
Hayward inverter rangé presentation:

POOLTEC

g e | _Pﬂz

Worksupto ~ Wi-Fimodule  Digital display
optional

Horizontal air flow, the standard for a large part
of the installations

Full Inverter technology inside, for the best
swimming experience by keeping the water
temperature stable

Intelligent control system sharply adjusting the
perfect balance between heating comfort &
energy savings

Suitable for temperatures as low as -7°C

Wi-Fi module optional to keep the control
wherever you are

Super silent & highly efficient during operation
Silent mode integrated to keep out of your
mind your heat pump when you want or at night
Real-time information on an intuitive
touchscreen

Self-adaptive defrost system to optimize defrost
cycles

Reversible mode by cycle inversion to provide
the best experience when temperatures

are at the highest by decreasing the water
temperature to a comfortable level

Sustainable thanks to durable and high-quality
selected materials

Ready to install package, our heat pumps are
delivered with a winter cover, an anti-vibration
pads kit, a condensate drain kit and a user
manual

X |

D:| o

040
R32 Silent mode Automatic
defrosting
R32 SQGUTUCU AKISKAN  R32 REFRIGERANT
Daha yiksek performans Higher performance
.

Sera gazi emisyonlarlnl 2/3 o Reduces greenhouse gas
oraninda azaltir

C emissions by 2/3
* Eflgﬁya kiyasla %10 daha 109 Jess fluid compare to
R410A

¢ Kullanimi ve geri
déniistimii kolaydir * Easy to use and to recycle
¢ Ozon tabakasina etkisi yok ¢ No impact on the ozone layer

MODUL WI-FI SMARTBOX OPSIYONEL
Ana bilgileri gortntiilemek ve sicaklig, calisma siirelerini ve
calisma modu parametrelerini gercek zamanli olarak degistirmek
iaﬂn EyesPool Connect uygulamasini indirin ve 1st pompanizi bir
akilli telefona, tablete veya PC'ye baglayin. Kod: HW26100050
MODULE WI-FI SMARTBOX OPTIONAL

Download the EyesPool Connect app and connect your heat pump
to a smartphone, tablet or PC to view the main informations and
change the temperature, operating times and operating mode
parameters in real time. Code: HW26100050
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Description ‘ Unit ‘ ECPI15MB ECPI20MB ECPI30MB ‘ ECPI140MB u<(_;
S ac
220-240V
Power supply - "/ 1ph
Frequency Hz 50
Refrigerant fluid - R32
Global warming potential GWP 675
Mass of refrigerant kg 0.35 l 0.43 0.48 0.60
Carbon dioxide equivalence tC02eq 0.24 0.29 0.32 0.41
Heating capacity range : ; ) :
Air 27°C - Hr® 78% - Water 26°C kw 1.62-7.33 2.18-8.97 1.97-11.66 3.81-17.45
Electrical power input kw 0.15-1.17 0.17-1.54 0.16-1.99 0.30-3.07
Input current A 1.15-5.32 ‘ 1.27-6.91 1.08-8.96 1.45-13.48
Coefficient of performance COoP 11.04-6.30 12.77 - 5.81 12.57-5.84 12.49-5.69
Heating capacity range A ) ) :
Air 15°C - Hr® 71% - Water 26°C kW 1.44-5.36 ‘ 1.58 - 6.94 1.79-8.62 2.98-13.63
Electrical power input kw 0.24-1.14 0.27-1.53 0.29-1.90 0.44-2.90
Input current A 1.67-5.32 ‘ 1.58 - 6.86 2.50-8.62 2.03-12.76
Coefficient of performance CcopP 5.98-4.69 5.82-4.53 6.17-4.52 6.75-4.69
Nominal water flow m¥/h 3.10 ’ 3.80 4.90 7.50
EASY Hydraulic head loss (max) kPa 2.30 2.90 6.40 7.20
TEMP® Hydraulic connection (included) mm 50
Sound pressure level @1 m } A ; B
(min. - max.) dB(A) 38-46 37-45 34-49 43-46
Sound pressure level @10 m ; B ; B
(min. - max.) dB(A) 20-29 ‘ 19-28 16-31 26-29
- type D
Circuit break
ircuit breaker A " 1 ‘ 1 20
Cable size (up to 25 m) type 3G2.5 3G4
Type of compressor brand Mitsubishi
Fan speed range rpm 600 - 700 600 - 800 \ 850 - 950 \ 600 - 850
Silent mode - Yes
Fan speed (Silent mode) rpm 400 ‘ 300
Reversible heat pump - Yes
Defrost mode - By reverse cycle
Heating priority function - Yes
User interface - Touchsreen 3,5"
Winter cover (included) reference HWX84100060 HWX84100063
LxWxH® mm 956 x 360 x 605 1002 x 415x 767
Weight kg 1 45 16 60
Recommended pool volume @ m? <29 <36 <47 <70
Barcode EAN 13 3660149614000 3660149614017 3660149614024 3660149614031
(1) Karbondioksit esdegerligi (ton CO, esdegeri basina ifade
edilir), belirli bir sera gazi karisimi ve miktari icin, olusacak CO,
miktarini tanimlayan bir miktardr. ISI POMPASI YAPILANDIRICI
Belirli bir zaman 6lgeginde (genellikle 100 yil) 6lctildigiinde ayni HEAT PUMP CONFIGURATOR
kiiresel 1sinma potansiyeli (GWP).
(2) Nem.

(3) Tum Unitenin net boyutlari.
(4) Mayis'tan Eylil'e kadar kullanim sirasinda isi tutma ortistyle
donatilmig havuzlar icin.

Bir havuz icin dogru 1si pompasini tanimlamanin
her zaman kolay olmadigini bildigimizden bu.
adimi kolaylastirmak icin bir arag gelistirdik; birkag
tiklamayla sizin igin en’uygun olani bulacaksiniz.

(1) Carbon dioxide equivalence (expressed per tonne of CO, ﬁ; A’g&;]’e(g?g Llifrllspn%rzjalv;ac%/gle\?/seyégvcé?c?ggc;’;etool

equivalent) is a quantity that describes, for a given mixture and t0 make this step easier, in few clicks you will find
amount of greenhouse gas, the amount of CO, that would have what is the best fitt for you.
the same global warming potential (GWP), when measured over
a specified timescale (generally, 100 years).

(2) Humidlity.

(3) Net dimensions of the entire unit.

(4) For pools equipped with a heat retention cover during use
from May to September.
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OZEL "TAM INVERTER” IS| POMPASI
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THE EXCLUSIVE “FULL INVERTER” HEAT PUMP

e Tesisatlarin buyuk bir kismi icin standart olan yatay hava akisi

e Su sicakligini sabit tutarak en iyi ylizme deneyimi icin tam Inverter
teknolojisi

e Isitma konforu ve enerji tasarrufu arasindaki mikemmel dengeyi
keskin bir sekilde a arIJayan akilli kontrol sistemi

e -7°C'ye kadar dustik sicakliklar i¢in uygundur

¢ Nerede olursaniz olun kontrolii elinizde tutmak igin Wi-Fi modulu
dahildir

e Calisma sirasinda son derece sessiz ve son derece verimli

* Istediginiz zaman veya gece i1si pompanizi aklinizdan gikarmak
icin entegre edilmis sessiz mod

® Sezgisel %ir dokunmatik ekranda gergek zamanli bilgiler

® Buz ¢6zme dongllerini optimize etmek i¢in kendinden uyarlamali
buz ¢cézme sistemi

e Su sicakligini rahat bir seviyeye dustrerek sicakliklar en ylksek
oldugunda en iyi deneyimi saglamak icin déngiyi tersine
cevirerek tersine cevrilebilir mod

e Dayanikli ve kaliteli se¢ilmis malzemeler sayesinde surdurilebilir

e Kuruluma hazir paket olan i1si pompalarimiz, bir kis értisd, bir
titresim nleyici ped kiti, bir yogusma tahliye kiti ve bir kullanim
kilavuzu ile birlikte teslim edilir.

£ 7 E | P— 'l
FULL @k ~NRIEERE NG
INVERTER _}’} e \uasil 1=

=7 s &

Fullinverter ~ Reversible  For inground pool Frontal Works up to
-°C
B g Q= 3%
RY Pj 2 (4) C‘U
Wi-Fi module Digital display R32 Silent mode Automatic
optional defrosting

Basitlestirilmis elektrik

Ack ve sezgisel kullanici Duvara montaj kiti - 20 m (istege bagh)

baglantisi. araylizii. HWX29400053.
Simplified electrical Clear and intuitive user Wall mount kit - 20m (optional)
connection. interface. HWX29400053.

POOLTEC

e Horizontal air flow, the standard for a large part of the installations

e Full Inverter technology inside, for the best swimming experience by
keeping the water temperature stable

e Intelligent control system sharply adjusting the perfect balance between

heating comfort & energy savings

Suitable for temperatures as low as -7°C

Wi-Fi module included to keep the control wherever you are

Super silent & highly efficient during operation

Silent mode integrated to keep out of your mind your heat pump when

you want or at night

Real-time information on an intuitive touchscreen

e Self-adaptive defrost system to optimize defrost cycles

* Reversible mode by cycle inversion to provide the best experience when
temperatures are at the highest by decreasing the water temperature to
a comfortable level

e Sustainable thanks to durable and high-quality selected materials

* Ready to install package, our heat pumps are delivered with a winter
cover, an anti—viEration pads kit, a condensate drain kit and a user manual

R32 SOGUTUCU AKISKAN  R32 REFRIGERANT
Daha yuksek performans Higher performance
°

Sera gazi emisy0n|arlnl 2/3 . Reduces greenhouse gas
oraninda azaltir

¢ emissions by 2/3
* R410Aya kiyasla %10 daha 10% less flu%ld compare to
az sivi RAT0A

o Kullanimi ve geri
doniiglimi kolaydir * Easy to use and to recycle
¢ Ozon tabakasina etkisi yok * No impact on the ozone layer

MODUL WI-FI SMARTBOX DAHIL

Ana bilgileri gorintiilemek ve sicakligi, calisma stirelerini ve
calisma modu parametrelerini gercek zamanli olarak degistirmek
icin EyesPool Connect uygulamasini indirin ve 1si pompanizi bir
akill telefona, tablete veya PC'ye baglayin. Kod: EIW26100050

MODULE WI-FI SMARTBOX INCLUDED
Download the EyesPool Connect z)p and connect your heat pump to a
smartohone, tablet or PC to view the main informations and change
the temperature, operating times and operating mode parameters
in real tme. Code: HW26100050
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Description Unit ‘ HP5091DT3HA HP5111DT3H HP5151DT3H ‘ HP5181DT3H
Power supply ‘ 22,\(1) / 12‘:)?]\/
Frequency Hz 50
Refrigerant fluid ‘ R32
Global warming potential GWP 675
Mass of refrigerant ’ kg 0.43 0.45 0.60 0.67
Carbon dioxide equivalence tCO2eq 0.29 0.30 0.41 0.45
Air 7 eating capasity range . ‘ kw 2.46-9.17 2.36-11.45 3.31-15.90 3.20-18.15
Electrical power input kw 0.17-1.45 0.17-1.80 0.27-2.84 0.22-3.13
Input current l A 1.17-6.42 1.19-7.85 1.37-12.35 1.45-13.58
Coefficient of performance CcopP 14.37-6.32 13.88-6.35 12.26 - 5.59 14.34-5.80
A heating capacity range e ’ KW 175-7.05 1.56-8.00 3.05-12.40 2.86-14.11
Electrical power input kw 0.27-1.51 0.28-1.74 0.42-2.65 0.43-2.99
Input current ‘ A 1.66-6.70 1.23-7.16 1.99-12.08 2.00-13.04
Coefficient of performance CcoP 6.40 - 4.65 5.60 - 4.80 7.26-4.68 6.63-4.71
Nominal water flow ‘ mé/h 4.00 5.00 6.70 7.70
Hydraulic head loss (max) kPa 3.80 4.00 6.30 10.00
K-PAC Hydraulic connection (included) l mm 50
Sound ‘Er’]f;s“’g!;";' @im dB(A) 42-47 46-54 38-51 41-54
SO p{;ﬁﬁ”rﬂgxe)' @iy ’ dB(A) 24-30 29-37 21-34 21-37
Circuit breaker type b
A 8 \ 10 16 20
Cable size (up to 25 m)  type 362.5 364
Type of compressor brand Panasonic Mitsubishi
Fan speed range pm 400- 700 \ 500 - 850 300- 750 \ 400-750
Silent mode Yes
Fan speed (Silent mode) pm 400 \ 500 300 [ 400
Reversible heat pump Yes
Defrost mode ‘ By reverse cycle
Heating priority function Yes
User interface ’ Touchsreen 3,5"
Winter cover (included) reference HWX84100131 HWX84100133 HWX84100132
LxWxH® ‘ mm 1003 x 418 x 605 1048 x 437 x 768 1161 x 473 x 862
Weight kg 44 45 66 70
Recommended pool volume ® ’ m? <37 <46 <64 <73
L Barcode EAN 13 3660149614796 3660149614796 3660149613249 3660149613256

(1) Karbondioksit esdegerligi (ton CO, esdegeri basina ifade
edilir), belirli bir sera gazi karigimi ve miktari icin, olusacak CO,
miktarini tanimlayan bir miktardir.

Belirli bir zaman &lgeginde (genellikle 100 yil) dlguldiginde ayni
kiiresel 1sinma potansiyeli (GWP).

(2) Nem.

(3) Tim Unitenin net boyutlar.

(4) Mayis'tan Eylil'e kadar kullanim sirasinda 1si tutma ortustyle
donatilmig havuzlar icin.

(1) Carbon dioxide equivalence (expressed per tonne of CO,
equivalent) is a quantity that describes, for a given mixture and
amount of greenhouse gas, the amount of CO, that would have
the same global warming potential (GWP), when measured over
a specified timescale (generally, 100 years).

(2) Humidity.

(3) Net dimensions of the entire unit.

(4) For pools equipped with a heat retention cover during use
from May to September.

ISI POMPASI YAPILANDIRICI
HEAT PUMP CONFIGURATOR

Havuz icin dogru 11 pompasini tanimlamanin

her zaman kolay olmadigini bildigimizden

adimi kolaylastirmak icin bir arac gelistirdik. Daha
kolay, birkag tiklamayla sizin i¢in'en uygun olani
bulacaksiniz.

As we know it's not always easy to define the

right heat pump for a pool, we developed a tool
to make this step easier, in few clicks you will find,
what is the best fitt for you.

295

POOLTEC

[
S
&
=
@)
o
%)
v
Q
=
=)
T
<
w
ag




[
!
&
=
@)
o
)
(95)
a
=
=)
T
<
w
ac

@ HAYWARD

ENERGYLINE PRO A

MEVSIM NE OLURSA OLSUN THE HEATING SOLUTION,

ISITMA COZUMU WHATEVER THE SEASON

e Tesisatlarin blyUk bir kismi igin standart olan yatay e Horizontal air flow, the standard for a large part of the
hava akisi installations

¢ Her mevsimde ve -12°C'ye kadar duslik
sicakliklarda zorlu kogullarda kullanilmak tzere ézel
olarak tasarlanmigtir

¢ Nerede olursaniz olun kontrolii elinizde tutmak igin
istege bagl Wi-Fi modulu

¢ Inverter vantilator dénis hizini dig kosullara gére
ayiarlar ve sliper sessiz mod saglamak igin bosta
calisir

. gelzglisel dokunmatik ekranda gercek zamanli

ilgiler

* Buz ¢cdzme dongdilerini optimize etmek icin

kendinden uyarlamali buz ¢ézme sistemi

Su sicakhigini rahat bir seviyeye distrerek sicakliklar level

en yiksek oldugunda en iyi deneyimi saglamak icin e Sustainable thanks to durable and high-quality selected
dongliyl tersine cevirerek tersine cevrilebilir mo materials

Dayanikli ve kaliteli segilmis malzemeler sayesinde e Built with scroll compressor for unbeatable
surdurdlebilir performances

Rakipsiz performanslar igin kaydirmali kompresérle
Gretilmistir

Kuruluma hazir paket olan isi pompalarimiz, bir kig
ortiist, bir titresim Onleyici ped kiti, bir yogusma
tzhliye kiti ve bir kullanim kilavuzu ile birlikte teslim
edilir.

LL-SEASON

Specially designed for use in all seasons and in extreme
conditions at temperatures as low as -12°C

e Wi-Fi module optional to keep the control wherever
you are

The Inverter ventilator adjusts its rotation speed
according to the externa/conditions and operates on
idle to provide a super silent mode

Real-time information on an intuitive touch screen
Self-adaptive defrost system to optimize defrost cycles
Reversible mode by cycle inversion to provide the best
experience when temperatures are at the highest by
decreasing the water temperature to a comfortable

* Ready to install package, our heat pumps are
delivered with a winter cover, an anti-vibration
pads kit, a condensate drain kit and a user manual
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19 cm Touch screen for
easier control

Simplified electrical
connection

W MO [,:;L.YVI,—FI_SMAT’BO OPS|Y(k)|NEL | . | " -
%\ G g S i ol s el ot pramteln
Reversible " '"g“’”“d Forcommercial ¢y pompanizi bir Pk ona, tablete veya PC'ye baglayin. RoH: F261 0005
O M MBETION OPTIONAL o et pume 10 arrhone, i
g | [F a0 ()= e e o e o e s e
:|l E R4 0 E:] e gr PC}O vvewjge main quormatro sfan cC gg‘ 10 temperature, P g
Y perating mode parameters in real time. CoqQe:
Weksuplo WEEmodle g sienimose  Aonats
Description | Unit | ENPEMASCAE  NP6TASCAE NPTTASCAE  NPSTASE |  NPITASE |  NP10TAS
Power supply - | Bemy | NRNIS0 e
Refrigerant fluid - R410A
Global warming potentialG WP 2088
Mass of refriger ant kg 2.30 2.30 2.80 2.50 3.00 3.50
Carbon dioxide equivalence @  tC02eq 4.80 4.80 5.85 5.25 6.30 7.35
PO L A R 178 182 23.4 246 30.53 6
Electrical power input kw 3.70 3.70 5.15 5.00 6.10 6.50
Input current A 16.27 N 9.79 8 11.6 13.3
Coefficient of performance COP 4.84 9 4.64 8 5.15 .5
Nominal water flow m¥/h 6.66 .6 8.09 3 11.5 13.5
ENERGYLINE PRO  Hydraulic connection (included) | mm 50
ALL-SEASON Hydraulic head loss (max.) kPa7 7 81 11 61 4
Sound pressure level @1 m dB(A) 73 73 75 74 75 72.5
Sound pressure level @10 m dB(A) 45 45 47 43 44 1
Type of fan - DC inverter
Number of fan(s) unit 2
Fan speed range rpm 600-950  830-960 | 800-1050 |  600-960 | 600-1000 600 - 1050
Silent mode Y es
Fan speed (Silent mode) rpm 600 830 \ 800 \ 600
Type of compresso rb rand Sanyo Copeland
Winter cover (included) ref. HWX20000240112 HWX32015240004 HWX20000240208
LxWxH® mm 1138 x 470 x 1264 1360 x 470 x 1280 1482 x 485 x 1480
Weight kg 127 ‘ 123 140 142 160 182
L Recommended pool volume ® m? <70 <90 <100 <130 <145

POOLTEC

NF-414 sertifikasyon standardina dahil olan Fransiz standardi NF EN 14511'e uygun
performans.

(1) Karbondioksit esdegerligi (ton CO, esdegeri basina ifade edilir), belirli bir karisim ve
sera gazi miktari icin, belirli bir siire boyunca 6lglldigiinde ayni kiiresel isinma potansiyeline
(GWP) sahip olacak CO, miktarini tanimlayan bir miktardir. Belirtilen zaman 6lgegi
(genellikle 100 yil).

(2) Nem.

(3) Tum Unitenin net boyutlari.

(4) Mayis'tan Eylil'e kadar kullanim sirasinda isi tutma 6rtiistiyle donatilmig havuzlar igin.
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Performance as per French standard NF EN 14511, included in NF-414 certification
standard.

(1) Carbon dioxide equivalence (expressed per tonne of CO, equivalent) is a quantity that
describes, for a given mixture and amount of greenhouse gas, the amount of CO, that
would have the same global warming potential (GWP), when measured over a specified
timescale (generally, 100 years).

(2) Humidiity.

(3) Net dimensions of the entire unit.

(4) For pools equipped with a heat retention cover during use from May to September.



@ HAYWARD %
&
p=
O
o o X
HCH SERISI IS| POMPASI %
%)
a_
HCH SERIES Heat pump ¢
)
o
. . =
YUKSEK KAPASITELI ISI HIGH-CAPACITY W
POMPASI HEAT PUMP
e 43 kW ve 95 kW versiyonlari mevcuttur e Available in 43 kW and 95 kW versions
*  R410A Sogutucu Akigkan ®  R410A Refrigerant
e COPELAND SCROLL kompresér *  COPELAND SCROLL compressor
e Ters cevrilebilir (Isitma ve Sodutma ¢ Re,vers’ble (Heat & COO/ Unit)
T e Painted Anti-corrosion Enclosure
Unitesi) ) .
- . e Hydraulic connection 63 mm or 110 mm
*  Boyali Korozyon Onleyici Muhafaza
A - e Defrost system by cycle reversal
*  Hidrolik baglanti 63 mm veya 110 mm e Master-slave connection up to 32 units
e Donglyii tersine gevirerek buz ¢ézme e Operation down to - 15°C
sistemi
e 32 Uniteye kadar master-slave baglantisi
e -15°C'ye kadar calisma
Buyk, kullanimi kolay Verimli, gvenilir Sogutucu akis hizini optimize
kontrol paneli Emerson Copeland etmek icin elektronik
Scrolli kompresér genlesme valfi
Large, easy-to-use
control panel Efficient, reliable Electronic expansion
Emerson Copeland valve to optimise
Scroll compressor coolant flow rate
HCHVAS43 HCHVAS95
Air 24°C Air 15°C Air 24°C Air 15°C
RH 63% RH 71% Air 35°C RH 63% RH 71% Air 35°C
Units
Water 26°C ~ Water 26°C/ Water 30°C  Water 26°C Water 26°C / Water 30°C
rated flow 28°C rated flow 28°C
Voltage - 400V~ 3N 50Hz
Mode - Heating Heating Cooling Heating Heating Cooling
Rated water flow m*/h 19 19 19 23 23 23
Water pressure drop kPa 26 26 27 123 119 124
Heating capacity kW 51 43 29 111 96 63
Input Power kw 10 9 11 21 20 21
Input Current A 18 18 20 38 37 38
cop - 5.36 4.53 2.56 5.35 4.79 2.98
Dimensions mm 1490x1130x 735 2175x2030x 1070
Weight kg 278 648

277 POOLTEC
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2l Energyline Pro All-Season - ENPTOTAS
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a
= MEVSIM NE OLURSA OLSUN THE HEATING SOLUTION,
- ISITMA ¢OZUMU WHATEVER THE SEASON
e 200 m3'e kadar havuzlarda kullanima e Suitable for use in pools up to 200 m3
uygundur -12°C'ye kadar diislik e Specially designed for use in all seasons,

sicakliklarda, her mevsimde kullanim igin in extreme conditions at temperatures as

6zel olarak tasarlanmistir. low as - 12°C

*  Kapali havuzlar ve/veya soguk bolgeler e Ideal for indoor pools and/or cold
icin idealdir )

e Inverter fan kontrol mantigi, dénis hizini regions

e The Inverter fan control logic adjusts
the rotation speed according to the air
temperature and operates on idle to
provide a super silent night mode

hava sicakligina gore ayarlar ve stiper
sessiz bir gece modu saglamak icin
rolantide caligir

e Donglyl tersine cevirerek otomatik buz

¢bzme e Automatic defrost by cycle reversal
*  Emerson Copeland Scroll kompresér e Emerson Copeland scroll compressor
. Elektronik yumusak baslatma e FElectronic soft start
¢ !s!tma 6nceli!<|i h.a_vuz |S|tmq ve sogutma . Reversible, automatic function for pool
icin ters cevrilebilir, otomatik fonksiyon heati . . . o
eating and cooling with heating priority
Daha kolay kontrol Basitlestirilmis elektrik
icin 19 cm dokunmatik baglantisi
ekran
Simplified electrical
19cm touchscreen for connection
easier control
Description Unit ENP10TAS
Heating Capacity* kw 36
Input power kw 6.5
Current A 13.3
Power supply \Y 400n/3/50
Defrosting mode Reverse cycle
Compressor type - Scroll Emerson Copeland
Number of fans - 2
Rotation speed of fan RPM 600 to 1 060
Fan direction - Horizontal
ENERGYLINE PRO Fan power kw 50 - 225
ALL-SEASON Power noise level dB(A) 72.5
LARGE POOLS Pressure noise level (@ 10 m) Lpa dB 4
Water connection mm 63
Nominal water flow* m’/h 13.5
Water pressure drop (max)* kPa 14
Unit dimensions (I/w/h) mm 1482/485/1480
cop - 5.50
Coolant - R410a
Winter cover - Provided (HWX20000240208)
Heating priority function - Yes
Weight kg 182

POOLTEC

* NF-414 sertifikasyon standardina dahil olan Fransiz standardi NF EN 14511'e uygun performans. Kuru hava 15°C - Bagil nem %71 - Giris Suyu sicaklig 26°C

* Performance as per French standard NF EN 14511, included in NF-414 certification standard. Dry air 15°C - Relative humidity 71% - Inlet Water temperature 26°C
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Kurulum Installation Hidrolik Hydraulics
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Silent bloc Silent bloc Complete fitting Complete fitting Heat pump side o-ring Union side o-ring
(single) (setof 4) 50mm 1.5"NPT 48x5mm 43x3,4mm
L HWX20002625 HWX29400102 J L HWX62012030472 HWX20000130097 HWX200026009 HWX200026061 J

Yogusma suyu Condensate

||
SURMER AT AN

Condensate Condensate Condensate Condensate
plug drain connector drain hose 2m drain kit
L HWX20000220374 HWX34002203 HWX2000022085 HWX29400017 J

Uzak ekran icin uzatma kablosu
Extension cable for remote displa

0n/0ff screen Inverter screen Inverter screen
extension cable 10m extension cable 10m extension cable 20m
L HWX20003407 HWX20000340232 HWX20000340264 J

Hidrolik
Hydraulics

UCHAYWARD

Conversion module SmartBox SmartBox
inverter -> 2021 Inverter module 0n/0ff modul e
L HWX29400225 HW26100050 HW26100051 J
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